


Institutional Archive of the Naval Postgraduate School 





Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations l. Thesis and Dissertation Collection, all items 


1992-06 


Dynamic response and failure analysis of 
aluminum cylinders subjected to underwater explosion 


Nelson, Kurt W. 


Monterey, California. Naval Postgraduate School 
http://hdl.handle.net/10945/23645 


This publication is a work of the U.S. Government as defined in Title 17, United 
States Code, Section 101. Copyright protection is not available for this work in the 
United States. 


Downloaded from NPS Archive: Calhoun 


Calhoun is the Naval Postgraduate School's public access digital repository for 
г DUDLEY research materials and institutional publications created by the NPS community. 
FW SS Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS's first 


ІШ KNOX appointed — and published — scholarly author. 

ы. LIBRARY Dudley Knox Library / Naval Postgraduate School 

411 Dyer Road / 1 University Circle 
Monterey, California USA 93943 





http://www.nps.edu/library 


TEN YS 
LI 


а ү 
ЖАРАТТЫ 
МАЗ О 


IL 


LL" mi’ be 
HD 


УВ 


ШИ 


"S aA 
aA 


РОГУ 
ПРЕКИ 
ЭТ 


n 


EET 


TTE 


ДТ Eus 
ui 


fai 
К 


` 
р 4 


БЕИТ 
ИТҮ 


Li 


ч 


"Tm 


t 
$» 


П РТТ 


LIL 


Н 
Lm 


D 
ч 


вле | HI 


.. 


toy 


* 


TTE 


l 


EI 
ot ipe 


“1 TOP 


ШЕ: 3 


А 
ы PN ыт, 
rs 
А 
` 


x 
` 


аа ыт 
ба + 
6 479. 
FATTE, 


《 =』 
“Oo í 


Й 
М Дел: IIT 
" I 

П PT 


ЧЫР ИШЛЕ; 
Nm 


КОСТУ) 


еј RW) 
+ г 


> буған 
ен so AP 


nm 


ET 


BUM р aS 
Spidered ot 5 


қ 


0 KL 


А 
ЧТ 


PEATA] 
H 


TE Inm 
Lu HOMES 
AL of 
"з 


ТА 
E a 


cre 
UV sete tans 
ОРТ Н 
Ры ТЫР; を 
LET 


$ не. 
KPN Yun À 
Lr LR Cres 
N7 ° DS LOT! 
Lm ЫЛЫК ТИ 
.. Puan! we 
E ME Е 
Е: wi 中 


any 
эн 
АИР 
his aa 
PATE LE УЫ 
О мыс { 


АОН 


ЖҮН 
NN Ae 


m 
LT 
t 


i Й 
РЕ НЫ 
ete tS ood, ome yy 
ГАШ, v 


yt 


u 
ы 
МАУ 


| 


® Vr 4, 


Ы?) 
LI т 
[ТШ 


К he 
1 
DE 


Wel egy we 
” р mo 
На d 


ЕТЕ! 
фла, Ч 
いい 


OLK ы 
"S SN VN 


OTTEY 
еу 
ТЫН 
“ЫЛЫП К^“ 


at 


a PR 
Q E (HEREIN 

ПИЛУ ҮШ 
V 


СТЕ. 
ТРГУ 
DOCTI 
Oy を を すし や 
Құны ‘ 
зэ {ч УА 
Ree 
MOLIS 
ts yay! 
I*wat ara a^ 
Е Nn. 
LF a 


é 
MI 
Ts ЫНА 


ЫСУУ 
АО ҮШ 
人 


Н 
Tp. 


"ESI 


2 iu КаК 
° М 
DEM 
LN UI 


ay B 
‘ar VICI a 


NET ITE 
4% 

НИТИ 
GUN ECT 
M DTE | 


TS 
1 48 


"HL 
LEE ырь 
к Ц 


1 
Cogit u ke 
AVEC 


も と や 4 すり コ 
MT 2; stat 
Ж 
1*7 f, 
MCI: 


en 


ку 
Ei 


hn 


IE 


nw 


T 
"E 
Vais, Hi 
BR 
HE 


dS 


ү 


М; 5277 


oar ТЕТІ 


Ed PU Ene 
slong te, 
m ЕН 
P 
D LP 


ТРА 


ЖЕ 
NO 


4 MU 
1。 n 


ET Й 


HIM 


Ru ur 
wi, 


ree Jay 


Mask Y tes: 


a RE 


HERIR Lae 


ММТ iu 
КОТЕ, 


\ 
U ЧА: ҚУАН, ENS 
04 ЕНІН 


74.4 
ЖҮ: 


an 


n 


z ket 5 
КИТ 
ИЛ S 


A ユー ここ 


Se 


Pu Ta n 


4 


«үа, 
ç, Шыр 4" Ta M 
MEM UE мн 
E RA E 


: UA 


4 
Туы Y a vthcs 
tet td 


š Rt 
fs E 
ум 
ЖОГАЛГАН 
P EEO ы 
4% NT 
әлім Dn] 
АТАҒЫ 
Шала 


+ 
i$ "PY 
TE ñ 
АТ EL UN Ле 
ОХ É M Å 
aah LAU TET d 
КАНЫ Te ok Pra ET? 
НН 5 et 
И 


utet は Ui! 


ct heey 


^43 
Pu АН 


d ETT a 


Ma An. E 


ШАЛҒЫ? 
Қ. nr оа 
Any LUN] 
ay Yun n2 
Lu Ба Un 
alti К š h$ а 
ER 


зле ^ 
ШЫ КК; к eu 
EM 2 i ИА 
Hu dies poste 


P 
id EE 


1 
Н 
TO bahar 


ШЕЛ 


四 Eu Ш 


n LE E 
KJ РЕЯ .4 
РАЗ ҰН 

ie 

RE も MI | 


CH va 


5 Ke i 
OTRA 


1 pi 
ERA E 


nici DL Sra A 
"a Cf, 


E Г 
A Do hd h 


се 
4% Ж. "нас, 
ИТ E 
л LPICT【 を 
Фе er 
H HEU 


e 


"ih « 


TA 


Inr» 2 
HO м 


no 


5 
АНД: 


> t E 
ОҢУ 


ا 0 و 


bat Y‏ د 


m Ca1 H 
LT Tl 


£ 


ta IDEM ES 


een 


TE ИТ 
HOD N AA 
JE Е 
өз aT WR 
Lol 
Tru een 
ы 


て の ます て 


Meth 54144, 


УЕ 


ЛЕ ae 


ҮНІН; ТЫ 
К SUE 
Dri et n 


"UEM A 1 


ЫТЫ 


te 


OH. LES 
Сұ 


ЖЕ set 
ИН Fors 
+ 


A 


va 


= 


mr 


Pi 
r 
H 

4 


4 
U 
Д 


а En 


pur: i 
را‎ 


UE E 
{ БЗР 


i EET 
Ld x 


1 
"n 


б idt 420744... 
rt 


mua 
E T d. 


193» 
$x I 


uL] 


ГЕН E 
ШИК ht 
RP IM UO 
j TEL 


UP 
POE 


pw 
"^ni 


УЫ Бы 

$ wt ir 64 HORS 34: 
B ТЕЛІ? n 

Type eng 


и 
РИ Р DAT 
TP ЕИ 
, HT) HI [17 
"n SEA VUE 
1 


bg: ЕС 
4. 
TIT Mr 
P PED АЕ 
ШИ [CPU 
7 ҚЫЗЫҒЫ ka 414; 


4. ТҮТИ 


НЕЕ 
Zu MS tM 


ト 
tt 
ur 


TÉ 


wii 
i ME 


u 


71 
E RATES] Ri 
いて が ば お бә, 
EB UDIN 


Й 
[23 


TAM 


Ем 
ЕЧ 
Nata? v, HA 


2 Em 
АТТУ 


n 


NOTUM 


ч 
ТНА Wl 


NUIT 
T چام‎ 


a uS í 
CET НН 
Mar Ши УО 

toan Нета 5 

Е 


D 


2-9. 


AE CHE 5 

Cum MED 严 

RE 
Jas 8 


ae УУГ, 


時 ネイ 


UN SP 
RA INTO 


к нж dm 


ЫЫ И 


ЕН 


ЫР 


x 
AS pr 
XL EE [E ы 


У 
LA d i 


la Ka] 


4. 
Hum 


ИИ 
Yo) 


ЕН, 
NITE QUIET A 
м Че 


に に だ まだ) 


ここ さこ А 


КЕНТ; 
ar? ae 
; ПОИ 

Pes Na 
DU ES ОНИ, 
ОШАК ГЕ 
LER P 


rb ud 


n] 
UC T 
MITT Y 


[LE] 


Н 


АСЫ 
Bios ТЕРІ; ТАН 
3* 


of ыы 
は 
= p. ығы 
E бе, 
IOS 
ЫЫ D 


H vx н 


RA 
SEM 
14 


ane LIT 
PUEDE DEDE 
da TP 


К 


La 
ee 
PE | 
TE 


"yy gr 


CT ate 4 
1 KT アー 


"IM 
ERA 


EMI "n 15; EI 


ELT 


LER DE 
ЖОРУ "EAE: 


ira. 


5 ча d 0 
k r. E ы 
UY 


р 
БЕИ 
9 


nm Н 
PUT HOM Ei 
و ودي‎ 


бөз ۰ 
LT 


ча 


TEL 
Е Н ТЕ 


d ИТЕУ 


ыт 


i. 
K ki 


cn 


КЫКЕ ТЕ + ч 
А 
E ES 
Ш/А 


DIL PT. 
ПЕ ДУХ 


4. ТАҒЫТТҰТЫ 


LM 
UR A uM h4 BN 


d mmi 
LN DT 
の 
LES 


ME 


ХАМ 
SE Pur 


a 


Nob 


ийан UK 
LA 


zT ы 


2% 
ма a 
ЦИ I^ 


LP 
TL СТЫН Praca: 
NINE 


EA 
۵ ata 
e n an 


eu 
Don СИУ H 
ҚАПТЫ 
Lt NS Ы 
Met: К MIS 
Қр OAM 
ы 


ron mm 
iis] 


ae 
JE ны Fated A 
Л staat 
ЗЕ : шы 
n, 
m. [i 


049) 44445, 
a TEs 5 m" ҚТЫ ТТІ 
RY а Г Ma 
UCM aga trt 
(Cw 
my ITI 
M NN N 
y 和 4 
E 
OTE hl 
MA BEA 
p LE e м 
b 


И 
man 
nr 


IT % 
UU 1 
E 
A " whet At 
EAA E 
iN, ФМ 


hu に LUY TTP Ы 
ЕН 


ША EA 


LIE ENS > 
Ж аман 
АЙ 4541.44 


Ы ARIS 
а 
з ЖУК, С US 
АЛЫСТЫ 
зи ra % 
f LI da 
GAVEL 
А ВИН Rcx 
ГАГЫ ҒАУ ТЕН 
ERO PE NER tla A IM 
ЕО no PAL ғ 
Hi 


e А ыдан 
a ri 
teat СЯ 


Dee 


AE 


E^ 


i. 
Bot 
521/7925 
TE 


>, 
n р ^. e D и 


р 


PRR wen ee 
41 қ LE rb WEE 


сы de YF r 


SA 1 "rv MA s e 
お Hal e REE 2 
x a^ nga 
PEL e 
Tb 
DM | 
КГК? Ж 
V, s; 1 ar 


UM 


із 


24 а” Ra mm Ij Ü 
ue E E БЭ + > 
А к ыы 


КЫ Wed ay ot < 
Еур 

alb 1i ЫР D 
Bur IN ETE 


` 
СҰҒЫН ру: 


Е 


EA 
ERE 


MUN hoe 


US 


NS. 
beer aad 
ташыр 


мА 
чы [IX 
E Kou 


ж-ж 


I 
LCT PI 
Ae ie 


Ге, 
ЕЛЕУ 


b^ n し 


n ا بي‎ 
E S e 


prae 


А HO 
RA 


КЕМИ 


JM `v Кү 


Ld 


“е жұ 
ae Қ 
BA Га, 
"iu AL 
[4 
LM. + 
УЛ, 
k 
СҚА 


Не 
M ۵ も も гы Bed 
; ON ca 


NG 
も が も 


A aH D Ë 


et 
ШЕТ = % a. S tH +: 
S PEA B m >, М, (2; ық ТЫҚ 


ыы 
а a a 
ch n 62 АА 
са i < 

sN 


ШІСІ 


EN м 
АА. 
eee SE S 


790 


КУЕ зы КГУ Hj 
E Й 
oe E Е r. 


に 


еи но sf sex 


Lm 


piece 
EA 


25 


М 
Te RA 
> ы 


ы 


COR や 


и m ES 
uL. un By Pe 


Р 
PIENO 


= 
FEE 5,22 D e d 
ал 
کن کے‎ “HM pot 
ҚЫСТЫ Nas 
も 7%; 


v^ 
ie Lek ee 


PIE 
ETD 
ғ 


1 27 
3 тү ч IT" 

м ме ا‎ 
tt ae co, ГР 


ВН Lo も 


ч 
TIR 


cus 


2B 
ға; 


bx 
— 

EEE EE IS 
27у 


MA 


"РР? 
P 


م 


8 
ran ote 
Hi uus ER 


, が 
prs, ^ ES 
LEA nias ú ie 

М AU 


oc Lr SHE 

A In A RC Ы 

hi tI 

ОН ЖАТА ҚТ 
Кі 1%) 

ам 


nr 
pret MC e 
ПАР, 
"LM nh 
£) 


LE. з 
E] DEPO INN SL 
Mui 
1 IM 


manas 


Tor Ag 
Н ЖЕСЕ, 


ILU SM] 


n 


اوق 


E 


Ly 2. NN 
EET EE 


"s 


КИРИН 
š NN ha 


4 AT n 
1 1 
^а; 


Pt. rey 


Ly) 


9) 


T 


EL 

EIUS m 
УАР КАРЛЫК ғ 

rrr y uU. 


p م‎ I 


Nut T IS. 
i 


ЧТ ызы ch 


ЖҰП ud: Д 
ая 


MEIN 
VEM 


ERE‏ و 
TE BL LI fas 4‏ 


4 
ДРЫ 
ККИ ұр a 
0 E 
H EAIA ] 

ü ед 

ИЛҮҮ 


u HERR AIL 
S 


SFTI 


тын MI. 

IE 4” Rigel 
25, Herr 

ám 

ЕС 


の の の 4 
Ы X 
ا‎ Wu » 


ET の 
Le 下 ШЫНЫ 


5 P Ru 
Vos Ad 
S hy i 


Уну EE: 


"oy H 
ue Pd 
bt o by 


ie LIS f 


S B ч! 


P 
sone CD FT 
pi Eita is MEAS 
Ө, ЛТ ps 
ү “i AE 
A Д 
PRN 
ПЕ ПО; 
M 4” Ке 


f E Ri 
HUS P 

(52%: 
4 E АЙЧ 


ТЕ s Era 

143 DAT МА” 

МАТЕ bets 

ro» Ad ұм 

LU Ue 
ШИТ уын 
НЫЕ 


е 
ua 


Ы. 
ЖК) 


Le Li LU + 
РЫР 
f ЯН i 


"v 
УУ 
し 


га, 
изн GA 
EL ELA Ка 


у 
[; & қ y 3 t n 
Б itg x 

[73 d 

FANS pe EUR; 


oe ney 


ros 


HN 


n M “ 4 


st» 1% 
p 
ЖАЛЫН! p s =, A me 
dod ARM 
A per 


pu 


au LA 


ue 


ыны» P 
s. 


ШЕЛ РУН 


бы 


Ы? Г 


КЛ АЗ 


Tr が: 
ААЛ 
PLIN 


p 


りす 


пача, 


= О Ын. 
Ш 


ЧИР 


in и, 


EA EA 
L LJ 


Y 
E 


RR 


H 
ны к 


A А 
LAR 
к^ duy 2) 
ЗЕЕ TRET 2257391 "х ч? 
RIT 


M H 


Fm 


ñ FUE RE 
ЫТУ 


Ao 


do 
La Kio: 





PR i PLI ive 5%; 

т. ы ыты P 
ی ب"‎ ed CET] Ie 
TEM А cs 

DP 


Кб 
D 


we үзе 
a еле pr 


Lal. » Ed 
NEAL s 
RI 


ACE いっ っ й 
меря 
БТН 
EU 
Ы pe АКЫ ki 
i Тастын қа 
ЫЛАР; а. 45343 


ҰН 
PIE 


wr 


BAT 

3 DEP ы 

ҚЫДЫРА し TUF て も 
13,7) I 
Beet aw sige 


tek p 
И 
be arate 
ЕНТ 
1 DEN a" s 
тг š 
ТҰ Bie 


ce 


1 
[? А? Гол 
Е 


„ Tu 
CER 
ші; 
LA. 
саа し 


А レコ 

т РНЕ type: on, 5% 
TY TY Len Mi 
AM АНТЫН ghe 
Fait D Ы» 
o 970 Hr 

EM P es ЕД8 


tà 
xcu 43% 
kA EU ^ 
ELI 
S HEURE RN = 
қ anges 
АЛТЫНЫ ЖТ, 
ر‎ a ЈА 
ТЕЙ 
кыту қы 


{г 


дын ne 
rete 


T ЖҮ 
ҚАЛАРЫ 
ЫЛҒАЛЫ, [177 
MP 
P 
IUE EE La 


ETT 


un 
Rake р» 


or A N КЕРЕН 
о ҚАҒУ ҺЕ) 


ҰҚ 
уе 
Nnm 
この の hy НЯ 


пил 
ҰЯ 


DUDLEY KNOX Libre NY 
NAVAL POSTGR/OUAT E SCHOOL 
943-5101 


MONTEREY CA 93 











Approved for public release; distribution is unlimited. 


DYNAMIC RESPONSE AND FAILURE ANALYSIS OF 
ALUMINUM CYLINDERS SUBJECTED TO UNDERWATER EXPLOSION 
by 
Kurt W. Nelson 
Lieutenant Commander, United States Navy 
B.S., Northwestern University, 1977 
Submitted in partial fulfillment of the 
requirements for the degree of 
MASTER OF SCIENCE IN MECHANICAL ENGINEERING 


from the 


NAVAL POSTGRADUATE SCHOOL 
June, 1992 


SSIFIED 
TY CLASSIFICATION OF THIS PAGE 


—— — — n 


REPORT DOCUMENTATION PAGE Form Approved 








OMB No. 0704-0188 

:-PORT SECURITY CLASSIFICATION 1b. RESTRICTIVE MARKINGS 
,ASSIFIED 
:CURITY CLASSIFICATION AUTHORITY 3. DISTRIBUTION/AVAILABILITY OF REPORT 

Approved for public release; distribution 
CLASSIFICATION/DOWNGRADING SCHEDULE rat unlimited 
FORMING ORGANIZATION REPORT NUMBER(S) 5. MONITORING ORGANIZATION REPORT NUMBER(S) 
\ME OF PERFORMING ORGANIZATION 6b. OFFICE SYMBOL | 7a. NAME OF MONITORING ORGANIZATION 
l Postgraduate School ینس‎ Naval Postgraduate School 
DRESS (City, State, and ZIP Code) 7b. ADDRESS (City, State, and ZIP Code) 
erey, California 93943-5000 Monterey, California 93943-5000 
(ME OF FUNDING/SPONSORING 8b. OFFICE SYMBOL | 9. PROCUREMENT INSTRUMENT IDENTIFICATION NUMBER 
NIZATION (М applicable) 
DRESS (City, State, and ZIP Code) 10. SOURCE OF FUNDING NUMBERS 


PROGRAM PROJECT NO. TASK NO. WORK UNIT 
ELEMENT NO. ACCESSION NO. 
TLE /indude Security Classification) 


MIC RESPONSE AND FAILURE ANALYSIS OF ALUMINUM CYLINDERS SUBJECTED TO UNDERWATER 
OSION 


FRSONAL AUTHOR(S) 
on, Kurt W. 


YPE OF REPORT 13b. TIME COVERED 14. DATE OF REPORT (уг. мо. Day) | 15. PAGE COUNT 
er's Thesis FROM TO 1992, June 102 


IPPLEMENTARY NOTATION: The views expressed in this thesis are those of the author and do not reflect the 
ial policy or position of the Department of Defense or the U.S. Government. 











COSATI CODES 18. SUBJECT TERMS (Continue on reverse H necessary and identity by block number) 


Underwater shock 
D SUB-GROUP 


STRACT (Continue on reverse 7 necessary and identify by block number) 


An underwater explosion test was conducted on two closed aluminum cylinders to provide physical results 
a dynamic collapse. Axial and side-on attack geometries were investigated in this study. Both cylinders 
ayed numerous fractures and significant plastic deformation. Finite element models of the cylinders were 
oped to aid in physical understanding of the dynamic response. Sensitivity analyses of the model parameters 
conducted to determine the optimum modeling metnod. A computer model with failure prediction capability was 
zed to investigate the dynamic failure mechanism. 


STRIBUTION/AVAILABILITY OF ABSTRACT 21. ABSTRACT SECURITY CLASSIFICATION 
UNCLASSIFIED/UNLIMITED [ ] SAME AS APT. | ] OTIC USERS | Unclassified 


AME OF RESPONSIBLE INDIVIDUAL 22b. TELEPHONE (heise Area Coo) | 22c. OFFICE SYMBOL 
9 5. Shin 408/645-2568 ME Z Së 









| 1473, JUN 86 Previous editions are obsolete. SECURITY CLASSIFICATION OF THIS PAC 


S/N 0102-LF-014-6603 UNCLASSIFIE 


ABSTRACT 


An underwater explosion test was conducted on two closed aluminum cylinders 
to provide physical results from a dynamic collapse. Axial and side-on attack 
geometries were investigated in this study. Both cylinders displayed numerous 
fractures and significant plastic deformation. Finite element models of the cylinders 
were developed to aid in physical understanding of the dynamic response. Sensitivity 
analyses of the model parameters were conducted to determine the optimum 
modeling method. A computer model with failure prediction capability was utilized 


to investigate the dynamic failure mechanism. 


- 


Ш 


TABLE OF CONTENTS 


I. INTRODUCTION ¿a ee ] 
II. UNDERWATER EXPLOSION TEST AND ANALYSIS ............. 3 
A. TEST OBJECTIVES AND PHYSICAL ARRANGEMENT ...... 7 

B. EXPERIMENTAL PROBLEMS —— — 74/0 ЕО 8 

C. NUMERICAL MODEL СЭ ee ÀJ Iv 

1. Theory and Code Description of USA/DYNA3D .......... 12 

2. Model Description . . sce... . ss. 15 

D. COMPARATIVE RESULTS AND ANALYSIS ............. 17 

1. End-On Attack Geometry .............. MN 17 

2. Side-On Attack Geometry ........... is S geri e ce T a NO 29 

ІП, SENSITIVITY ANALYSIS OF CYLINDER RESPONSE ........... 37 


A. VARIATIONS IN FINITE ELEMENT MODEL CONSTRUCTION . 37 


B. VARIATIONS IN ATTACK GEOMETRY ................ .39 
C. VARIATIONS IN MESH DENSITY .............suss. 52 
IV. FAILURE ANALYSIS... "M 67 
Vv. CONCLUSIONS AND RECOMMENDATIONS ............ussss 81 


ШЕШЕ REFERENCES .... 


INITIAL DISTRIBUTION LIST 


UDLEY KNOY LIBRARY 
NAYAL POSTSRADUATE SCHOOL 
MONTEREY CA 93943-5101 


LIST OF FIGURES 


Figure 1. Instrumentation Locations for End-On Cylinder .............. 5 
Figure 2. Instrumentation Locations for Side-On Cylinder .............. 6 
Figure 3. Frequency Response of Butterworth Digital Filter ............. 7 
Figure 4. UNDEX Test Geometry (Plan View) 1 РЄ 9 
Figure 5. UNDEX Test Geometry (Elevation View) .......7.. 2. 7778 9 
Figure 6. Free-Field Pressure History ......... 77770222000 11 
Figure 7. Ring-Stiffened Half Cylinder Mode] ..................... 16 
Figure 8. Damaged Cylinder Following End-On Attack (Lower Endplate Closest 

to Charge) に ロロ 9-797579 5 eee SSS 19 
Figure 9. End-On Explosion Axial Strain at Gage Location Al ........... 21 
Figure 10. End-On Explosion Hoop Strain at Gage Location Al .......... 21 
Figure 11. End-On Explosion Axial Strain at Gage Location A2 .......... 22 
Figure 12. End-On Explosion Hoop Strain at Gage Location A2 .......... 22 
Figure 13. End-On Explosion Axial Strain at Gage Location B2 ......... f 23 
Figure 14. End-On Explosion Hoop Strain at Gage Location B3 .......... 23 
Figure 15. End-On Explosion Hoop Strain at Gage Location C1 .......... 24 
Figure 16. End-On Explosion Axial Strain at Gage Location C2 .......... 24 
Figure 17. End-On Explosion Axial Strain at Gage Госайоп 03 .......... 25 
Figure 18. End-On Explosion Hoop Strain at Gage Location D3 .......... 25 


УІ 


Figure 19. End-On Explosion Axial Strain at Gage Location E2 .......... 26 
Figure 20. End-On Explosion Hoop Strain at Gage Location E2 .......... 26 
Figure 21. End-On Explosion Axial Strain at Gage Location Fl .......... 21 
Figure 22. End-On Explosion Hoop Strain at Gage Location Fl .......... 27 
Figure 23. End-On Explosion Axial Strain at Gage Location F3 .......... 28 
Figure 24. End-On Explosion Hoop Strain at Gage Location F3 .......... 28 
Figure 25. Damaged Cylinder Subjected to Side-On Attack (Charge Location to 

товене е... Cc occas 31 
Figure 26. Side-On Explosion Axial Strain at Gage Location Al .......... 32 
Figure 27. Side-On Explosion Axial Strain at Gage Location A2 .......... 32 
Figure 28. Side-On Explosion Axial Strain at Gage Location Bl .......... 33 
Figure 29. Side-On Explosion Hoop Strain at Gage Location Bl .......... 33 
Figure 30. Side-On Explosion Axial Strain at Gage Location B3 .......... 34 
Figure 31. Side-On Explosion Hoop Strain at Gage Location BB .......... 34 
Figure 32. Side-On Explosion Axial Strain at Gage Location D2 .......... 35 
Figure 33. Side-On Explosion Axial Strain at Gage Location D3 .......... 35 
Figure 34. Side-On Explosion Axial Strain at Gage Location El .......... 36 
Figure 35. Side-On Explosion Hoop Strain at Gage Location El .......... 36 
Figure 36. Unstiffened Aluminum Cylinder Quarter Model ............. 42 
Figure 37. Model Formulation Comparison of Axial Strain 2.9 inches from Near 

i 1 2... E... -- ......... 42 
Figure 38. Model Formulation Comparison of Axial Strain 8.5 inches from Near 

PINE eese vem н „м2 ....... 43 


vil 


Figure 39. Model Formulation Comparison of Axial Strain 21.0 inches from Near 
Ега .......... 22272222 E 


Figure 40. Model Formulation Comparison of Axial Strain 33.5 inches from Near 
End ..... ER 2а 


Figure 41. Model Formulation Comparison of Axial Strain 39.1 inches from Near 
End ....... ТТ mmm SI жү s: 


Figure 42. Model Formulation Comparison of Hoop Strain 2.9 inches from Near 
End ........ иш... ЖИГИТ Ы 


Figure 43. Model Formulation Comparison of Hoop Strain 8.5 inches from Near 
Еа ............ WC О... 


Figure 44. Model Formulation Comparison of Hoop Strain 21.0 inches from Near 
Епа.......... 7227 NE SN S Ы 


Figure 45. Model Formulation Comparison of Hoop Strain 33.5 inches from Near 
End. ..... CES Le ee АЙША 


Figure 46. Model Formulation Comparison of Hoop Strain 39.1 inches from 
Near 上 nd а ООС DST V 


Figure 47. Side-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Госабйоп А2..........72... 22772... 000770077 Ы 


Figure 48. Side-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Location BI r. м UM 


Figure 49. Side-On Cylinder Rotation Sensitivity Results for Hoop Strain at 
Location BI OC CC (ШЕ 


Figure 50. Side-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Location B3 „2. , s ns P зы 


Figure 51. Side-On Cylinder Rotation Sensitivity Results for Hoop Strain at 
Госабоп В3..........2.....2 о. ШШШ иН 


Figure 52. Side-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Location D2 .......... О LOT E 


vili 


Figure 53. Side-On 
Location D3 


Figure 54. Side-On 
Location El 


Figure 55. Side-On 
Location El 


Figure 56. End-On 
Location Al 


Figure 57. End-On 
Location A1 


Figure 58. Епа-Оп 
Location A2 


Figure 60. End-On 
Location B2 


Figure 61. End-On 
Location B3 


Figure 62. End-On 
Location Cl 


Figure 63. End-On 
Location C2 


Figure 64. End-On 
Location D3 


Figure 65. End-On 
Location D3 


Figure 66. End-On 
Location E2 


Cylinder 


Rotation 


Sensitivity Results 


€ е е е е е е е ев е е е е е е е е в е ев е е е е е еже е е ө ө е ө G е е ө е өөө е 


ee ee Ê o ө ө ө ө ө ө ө ө ө 4 ө ө ө ө е ө е е © е ә е в ө ө ө в ө ө * e ө е 


е е е е е е э ө ө ө ө а е ө ө ө өө е е е е о ве е е ө е е е е е е е е е е ө ө ө ө 


е е е е ө е е @ ет е ө э о өө ө ө өз єз @ ет е е ет е е ò% ө ө е е е ө ө е ж е ө: ө °° 


е е е е е е ет е е е е е е е е е е е е е е е е е е с е е е е е ө е е ө ө е 9 о 


е е ^? е а е а ө ө ө е е е е ө е е өө ет е е е ет ө ө ө е е е е е е ө ө е е е е ө 


Figure 67. End-On Cylinder Rotation Sensitivity Results for Hoop Strain at 
Госаноп Е? ..;:.... ms r арсар р 


Figure 68. End-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Location Fl ........ 77 тт 


Figure 69. End-On Cylinder Rotation Sensitivity Results for Hoop Strain at 
Location F1 ... ОЛ ГИ 


Figure 70. End-On Cylinder Rotation Sensitivity Results for Axial Strain at 
Location F3 eces ean e 2-00 6 000 


Figure 71. End-On Cylinder Rotation Sensitivity Results for Hoop Strain at 
Location F3 0. . ТГ eee 


Figure 72. 


Figure 73. 


A2 


Figure 74. 


Bl 


Figure 75. 


Bl 


Figure 76. 


B3 


Figure 77. 


B3 


Figure 78: 


D2 


Figure 79. 


D3 


Figure 80. 


El 


Figure 81. 


E 


Half-Cylinder Fine Mesh Madel ......... ss. 


Effect of Mesh Density for Side-On Geometry Axial Strain at Location 


а е е е е е е е с е о.о е е е е е GG е е е с е ө е ө өө ө © ө о е ө G oe G өө е 9 е ө ө o 


€ е е е е е е е е ее е е е ж: е ө с с ө ө е O % ве е е вә е е е е е е ө ө ө е е өө ө ө 9 も ө 


€ е е е е е е е ве Же е е ө % е е е © е е е е ө ө ө ө е O% % е е е е е е е ө -9 е ө ө е е ө ө 


seo ө ө ө е е 9 е е ө е 6" е е е е e е е е е е е е е ве е ө ә е е е ө O е о е е ө ө ө ө ө ө 


€ èo е е е е е òo е е е е е ө ө ө ФФ % е ө ө ө ө е ет e е е е ее е е е е е o ө ө өө ө ө ө ө 


е е е е е е е е е е е е е е е е ө е е е ө е е а ө е е ө ө ө ө ө ө ө ө ө е е ө ө ө К өө ө е о 


. е ө ө е ө ө ө е е е е е е е е е в е е е е е е е е е е е е е е е е е е е ө ө ө ө е ө ө ө 


е. > èe Же @ ә ә е жө е е е е ә е ө е г 





Figure 82. Half-Cylinder Failure Model Top View (Dark Elements 86% Nominal 
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Figure 83. Cylinder Response for Various Imperfection Element Thicknesses 
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Figure 84. Side-On Explosion Axial Strain at Gage Location B2 with Failure 
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Figure 85. Side-On Explosion Hoop Strain at Gage Location B2 with Failure 
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Figure 86. Side-On Explosion Axial Strain at Gage Location D3 with Failure 
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Figure 87. Side-On Explosion Hoop Strain at Gage Location D3 with Failure 
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Figure 88. Side-On Explosion Axial Strain at Gage Location A2 with Failure 
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Figure 89. Side-On Explosion Hoop Strain at Gage Location A2 with Failure 
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Figure 90. Effective Stress Near Failure Zone Adjacent to Gage Location A2. 


Figure 91. Effective Plastic Strain Near Failure Zone Adjacent to Gage Location 
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Figure 92. Side-On Explosion Hoop Strain at Gage Location El with Different 
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I. INTRODUCTION 


In the current economic climate, the need to provide better defense at a lower cost 
is essential. As the Navy begins to reduce the size of its fleet, individual ships will be 
required to perform a larger variety of missions. The high cost of producing new 
warships will cause even more emphasis to be placed on operating cycle maintenance. 

A key element in ensuring our ships are ready to succeed in a variety of missions 
against an uncertain enemy is ship survivability. In particular, our ships must be able to 
maintain their combat capabilities after an enemy attack. 

The underwater environment occupied by our submarines presents some unique 
problems with regard to ship survivability. The physics of an underwater explosion and 
the fluid-structure interaction represents a transient, nonlinear and very dynamic process 
which is only partially understood. 

To help understand the physical phenomena of this interaction, much recent 
attention has been given to numerical solutions of the underwater shock problem. The 
rising cost of underwater explosion tests has been offset to some degree by the decrease 
in high speed computer costs and development of improved computer codes. 

Present research at the Naval Postgraduate School in underwater shock effects 
includes a variety of topics to improve the physical understanding of these phenomena. 
The particular emphasis of this thesis is on the understanding of structural response due 


to shock-induced failures. The effect of a structural failure at a particular location was 


seen to be strongly influenced by proximity to the failure zone. In addition, the location 


of the failure zone was sensitive to geometric imperfections in the cylinder. 





I. UNDERWATER EXPLOSION TEST AND ANALYSIS 


An underwater explosion test was conducted at Dynamic Testing, Incorporated 
(DTI), in Rustburg, Virginia. The test facility consisted of a quarry filled with fresh 
water. The test was accomplished in an area with a total water depth of 130 feet which 
precluded bottom reflection interference with experimental results. 

The test specimen was an instrumented aluminum cylinder. This cylinder was 
constructed of 6061-T6 aluminum with a diameter of 12 inches. The shell thickness was 
one-quarter inch. Flat aluminum endplates with a thickness of one inch were welded to 
the cylinder shell using the tungsten inert gas (TIG) process. The cylinder length was 42 
inches and weight was approximately 60 pounds. Three padeyes were welded to each 
endplate to provide attachment points for cables and weights to achieve proper cylinder 
orientation during the test. 

Instrumentation of the two cylinders consisted of CEA-series constantan strain 
gages with a strain limit of 50,000 microstrain. Instrumentation installation and data 
collection was performed by DTI technicians. A total of 20 strain gages were attached 
to the cylinder subjected to end-on attack as shown in Figure 1. The cylinder subjected 
to side-on attack was instrumented with 18 strain gages as shown in Figure 2. Gages 
were positioned to measure both axial and circumferential strains at these locations. The 


choice of gage locations was based on pre-test calculations to determine some critically 


deformed zones. Three pressure transducers were used to measure free-field pressure. 
The compressive shock wave was provided by a 60 pound cylindncal charge of HBX-1. 
The collection of strain gage and pressure response data was initially filtered at 
50,000 Hertz to capture the peak pressure generated by the HBX-1 charge. To accurately 
represent the most significant modes of structural response (strains), this data was filtered 
at 2000 Hertz using a seventh-order Butterworth low-pass digital filter [Ref. 1]. 
This filter exhibits a flat magnitude response in the passband and stopband according to 
the equation: 
1 
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|H Ge) Ë = т. 
where |H,(jw)}? is the squared magnitude response, w is the system frequency, w, is the 
cutoff frequency and N is the order of the filter. At low frequencies (w.> >w) the 
magnitude response is nearly one while at high frequencies (w> >w,) the magnitude 
response approaches zero. The magnitude of the system response monotonically decreases 
between the passband and stopband with more rapid rolloff rates associated with higher 
order filters. The frequency response shown in Figure 3 was chosen to provide minimum 


attenuation for frequencies up to 2000 Hertz. 
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Figure 1. Instrumentation Locations for End-On Cylinder 
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Figure 2. Instrumentation Locations for Side-On Cylinder 


A. TEST OBJECTIVES AND PHYSICAL ARRANGEMENT 

The objective of this shock test was to locate the aluminum cylinders closer to the 
explosive charge than in the August 1991 test so as to create visible plastic диетасы 
of the cylinders. The magnitude of these deformations, as well as the cylinder response 
as measured by the strain gages, were to be compared with numerical predictions to 


assist in understanding the physics of this dynamic fluid-structure interaction. 
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Figure 3. Frequency Response of Butterworth Digital Filter 


The physical arrangement for the shock test is shown in Figure 4. Two free-field 
pressure transducers and the two instrumented cylinders were located at a range of 15 
feet from the explosive charge. Standoff range was maintained with steel wires between 


the cylinders and charge which were attached to shoreline connection points. A third 





| free-field pressure transducer was located three feet from the leading edge of the end-on 





cylinder to provide redundancy in pressure measurement. Pressure transducers P| and 
P2 were located on the surface of the cylinders closest to the charge to measure shock 
wave arrival time. The cylinders, explosive charge, and pressure transducers were 
located 10 feet below the surface, as shown in Figure 5. Weights were suspended from 
cylinder endplate padeyes to provide negative buoyancy. Steel wire attached to floats 


ensured the desired depth and attack geometry were maintained during the test. 


B. EXPERIMENTAL PROBLEMS 

A high peak shock wave pressure and recording equipment set-up errors resulted 
in a considerable loss of experimental data. Two of three free-field pressure transducers 
and three strain gages failed to provide any output data. Eleven of the remaining 35 
strain gages displayed evidence of amplifier saturation due to gage failure or actual strain 
conditions in excess of recording device response. 

Two of the three free-field pressure transducers installed in this experiment 
provided no pressure-time history data. Transducer P4 recorded the pressure profile 
shown in Figure 6. Peak shock wave pressure was noted to be 4163 psi. An 
approximately exponential decay in shock wave pressure occurred up to 1.18 
milliseconds. The second peak and subsequent disturbance occurred too early to be a 
result of the fluid-structure interaction and is most likely due to a loose transducer 
connection. To correct for this instrument anomaly, a linear interpolation of the pressure- 


time history values was performed from 1.18 milliseconds until surface cutoff occurred 
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Figure 4. UNDEX Test Geometry (Plan View) 
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Figure 5. UNDEX Test Geometry (Elevation View) 


at 2.08 milliseconds. This corrected pressure-time history was used to develop subsequent 
numerical results. 

Sixteen of the twenty strain gages installed on the cylinder subjected to axial (end- 
On) attack provided usable strain information for ten milliseconds of response time. The 
two gages installed to measure hoop strain at locations B2 and C2 and one gage installed 
to measure axial strain at location B3 failed shortly after water immersion. These gages 
provided no strain information. The axial strain gage output at location C1 showed 
evidence of amplifier saturation four milliseconds after shock wave arrival. The hoop 
strain gage at location D3 failed at approximately ten milliseconds. 

Nine of eighteen strain gages installed on the cylinder subjected to side-on attack 
provided usable strain information for ten milliseconds of response time. Local fractures 
in the cylinder caused three broken wires, which resulted in loss of all strain data from 
location Al and hoop strain data from location E2. The four gages installed to measure 
hoop strain at locations A2, B2, and D3 and axial strain at location E2 failed within one 
millisecond after shock wave arrival. Strain gage output for axial strain at location B2 
and hoop strain at location D3 saturated the output amplifiers within the first three 
milliseconds and provided unreliable data thereafter. 

Although fractures in both cylinders accounted for some unexpectedly high strain 
readings, most of the problems with amplifier Saturation occurred well below the 
anticipated maximum strain value of 50,000 microstrain. In fact, ten of eleven strain gage 


Output readings which exhibited amplifier saturation occurred at 30,000 microstrain or 


below which indicates recording equipment set-up errors. This data will not be presented 


in this section. 
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Figure 6. Free-Field Pressure History 
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C. NUMERICAL MODEL 


1. Theory and Code Description of USA/DYNA3D 

The computation of cylinder response to an underwater shock wave was 
accomplished by two different domain discretization techniques. The structural response 
of the cylinder was computed using the finite element method. This method, however, 
is not efficient for modeling the surrounding water. The large volume of water between 
the explosive charge and cylinder would require an — number of elements to 
model. To solve this problem, the surrounding water was modeled through the use of the 
boundary element method. 

The use of the boundary element method avoids the discretization of the water 
volume by determination of the equivalent forces and masses imparted to the cylinder by 
the water. These forces and masses are applied at the nodes of a two dimensional mesh. 
This mesh is then superimposed over the cylinder surface. Asa result, significantly fewer 
elements are required to model the fluid-structure interaction which results in better 
computational efficiency. 

The finite element code chosen for this analysis was the VEC/DYNA3D 
(Nonlinear Dynamic Analysis of Structures in Three Dimensions) code [Ref. 2]. 
This explicit finite element code has been widely used in analysis of the dynamic 
— of structures since its introduction in 1976. A wide array of material models and 
equations of state are included in this code to provide a high degree of modeling 


flexibility. 





The VEC/DYNA3D code 1s operational on workstations and mainframe 
computer systems including the Los Alamos CRAY computer. This wide code 
availability accommodates problems with varying degrees of complexity. Problems which 
required over 13,000 elements have been run on IBM RISC 6000 workstations at the 
Naval Postgraduate School. Code availability is further enhanced in that VEC/DYNA3D 
is a public domain program. 

Three dimensional mesh generation for VEC/DYNA3D is provided by the LS- 
INGRID pre-processor [Ref. 3]. The output display of contours, fringe plots and 
time histories is provided by the LS-TAURUS post-processor [Ref. 4]. Both of 
these processors provide interactive graphics capability for the user. 

The boundary element code used in this analysis was the Underwater Shock 
Analysis (USA) code [Ref. 5]. The USA code calculates the transient response 
of a submerged structure to an underwater shock wave through use of the Doubly 
Asymptotic Approximation (DAA) [Ref. 6]. This approximation is used to 
determine the fluid pressure due to the scattered acoustic wave on the surface of the 
structure. 

The capability to calculate shock-induced dynamic responses of submerged 
Structures was accomplished by coupling the USA (Underwater Shock Analysis) code 
with the VEC/DYNAJ3D code. This code combination was made in 199] at the request 
of the Naval Postgraduate School. Verification of the satisfactory performance of the 


combined USA/DYNA3D codes was recently conducted for spherical and infinite 
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cylinder models by Fox [Ref. 7]. The results of this thesis represent the second 
underwater explosion test analyzed with the combined USA/DYNAJD codes. 


The differential equation for dynamic response of a structure can be expressed 


[M 34} + [C (2) + IKJ(x) = (A (2) 


where [M,], [C,], and [K,] are the structural mass, damping, and stiffness matrices, 
respectively. The vectors of nodal displacement, velocity and acceleration are denoted 
by {x}, {x} and{x}. The external force vector is denoted by (fj. This external force is 


related to the incident and scattered acoustic wave pressure by the relation: 


(f) = -IG]J[AJ(P,+P,) + tf) (3) 
where P, and P, are incident and scattered pressure vectors, respectively, [G] is a force 
transformation matrix, [A,] is a diagonal area matrix associated with the fluid mesh 
elements and {fp} is the dry structure applied force vector. | 

The only unknown in the preceding equation is the scattered pressure which 


can be determined from a first order differential equation of the form 


[M]\P.} + pc[AJ(P,) - pc[MJ(G) (4) 
where [M;], 9, c, and {u,} are the symmetric fluid mass matrix, fluid density, sound 
velocity, and particle velocity normal to the wet surface, respectively. The solution to 
this differential equation asymptotically approaches a high frequency and low frequency 


limit. 
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Acoustic waves will be scattered off a structure with little pressure loss since 
the structure acts as a nearly mgid boundary. For high frequency acoustic waves, 
IPI> >P. . The first order differential equation approaches the plane wave 


approximation of 
(P) = рсіи,) (S) 


in the limit following integration with respect to time. 

For low frequency acoustic waves, |P,| < < IP ! . In the low frequency limit, 

the scattered wave pressure differential equation reduces to 

[AJiP,} = [A7Jtz ) | © 
which is known as the virtual mass approximation. A smooth transition is effected 
between the asymptotic values by DAA relations. 

An extension of the above relations was developed to account for surface 
curvature effects. This extension, known as DAA2, requires a second order differential 
equation to describe the scattered wave pressure. The theory for DAA2 is contained in 
[Ref. 8]. 

2. Model Description 

One finite element model was used to approximate the dimensions of the 
instrumented cylinders. An elastic-plastic matenal model available in VEC/DYNA3D was 
chosen for the numerical analysis. Strain rate effects were neglected in this model 
because of the low strain rate sensitivity of aluminum. Values for Young’s modulus and 


yield stress of 10,800 ksi and 40 ksi, respectively, were used for this analysis. The half- 
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cylinder model was constructed using 544 Belytschko-Lin-Tsay shell [Ref. 9] 
elements with three-point quadrature through the shell thickness. An additional 32 
elements were used to discretize the internal ring stiffener. This model is shown in 


Figure 7. 
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Figure 7. Ring-Stiffened Half Cylinder Model 





D. COMPARATIVE RESULTS AND ANALYSIS 

A comparison of experimental and numerical strain values was conducted to 
determine the usefulness of numerical techniques to aid in understanding the transient, 
nonlinear response of a cylinder subjected to an underwater explosion. The complex 
behavior of shells subjected to explosive loads makes test design difficult. The response 
of both cylinders to the explosive loading in this test was more severe than expected and 
resulted in cylinder failure in both cases. Not surprisingly, poor agreement was seen in 
the vicinity of cylinder cracks. However, the presence of the ring stiffeners limited the 
scope of the damage in both cylinders and resulted in good qualitative comparisons at 


gage locations remote from the failure zones. 


1. End-On Attack Geometry 

The cylinder subjected to the end-on shock wave suffered severe plastic 
deformation and collapse due to weld failure at the cylinder end nearest to the charge. 
The weld failure occurred near the longitudinal axis which contained strain gages B3, 
D3, and F3. As a result, strain gage readings from these three instruments were most 
severely affected by the material failure. A six-inch section of the aluminum cylinder 
located between gage locations 2 and 3 was physically separated from the near endplate 
due to the force of the shock wave. A large crack extended the length of the cylinder 
beginning at the location of the weld failure. The ring stiffener was fractured with 
evidence of heavy plastic deformation prior to failure. Two additional cracks in the 
circumferential direction were also noted near the ring stiffener. In addition, a six-inch 


length of cylinder displayed local buckling near the locations of gages A2 and B2. 
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Despite the global nature of the failure in this cylinder, instrumented locations 
remote to the failure area behaved nearly as expected by the numerical analysis. The 
presence of the ring stiffener undoubtedly confined the damage caused by the failure and 
aided in preserving the geometry of the.cylinder. A picture of the damaged cylinder is 
shown in Figure 8. End-on explosion strain-time history results are presented in Figures 
9 through 24. 

As discussed by Boticario [Ref. 10], the symmetric axial loading of this 
cylinder was expected to produce axially symmetric deformations. A comparison of axial 
and hoop strains at locations A1 (Figures 9 and 10) and A2 (Figures 11 and 12) show 
poor agreement with this expected behavior. The gages at locations F1 (Figures 21 and 
22) and location F3 (Figures 23 and 24) also fail to support the expected behavior. 
Comparisons of hoop strain at these locations showed the greatest errors. 

The cylinder failure near strain gage locations B3, D3 and F3 had a significant 
effect on the experimental results. Axial strain for gages D3 (Figure 17) and F3 (Figure 
23) were smaller in magnitude than expected from the numerical model which did not 
incorporate failure criteria. The stress relief which occurred as a result of the nearby 
failure would account for these low strain values. Hoop strain at location B3 (Figure 14) 
was significantly greater than the predicted value due to the collapse of the cylinder walls 
in the immediate area. In contrast, the hoop strain at location D3 (Figure 18) was lower 
in magnitude than the predicted value due to nearby failure of the ring stiffener. Axial 
and hoop strain values at gage location F3 (Figures 23 and 24) were also smaller than 


expected due to the stress relief afforded by the nearby crack. 
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Figure 8. Damaged Cylinder Following End-On Attack . 
(Lower Endplate Closest to Charge) 





and hoop strain values at gage location F3 (Figures 23 and 24) were also smaller than 
expected due to the stress relief afforded by the nearby crack. 

Strain comparisons at other locations on the cylinder (Figures 13, 15, 16, 19 
and 20) were in fairly good agreement. The largest deviations occurred at gage locations 
near the ends of the cylinder where strain magnitudes were expected to be maximum. 
The local buckling observed at location A2 was more severe than the expected value 
which resulted in a poor quantitative comparison of hoop strain (Figure 12). The axial 
and hoop strain values at location F1 (Figures 21 and 22) were smaller in magnitude than 
expected but still showed good qualitative agreement. 

The weld failure and subsequent crack propagation seems to have occurred 
approximately two milliseconds after shock wave arrival. The best indication of the time 
of failure can be seen at ee B3 (Figure 14). Normally, the maximum compressive 
hoop strain occurs within the first millisecond after shock wave arrival. In this case, the 
maximum compressive strain occurred well after two milliseconds. The good correlation 
between actual and predicted strain values up to two milliseconds indicate that cylinder 


integrity was probably maintained until this time. 
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Figure 9. End-On Explosion Axial Strain at Gage Location Al 
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Figure 10. End-On Explosion Hoop Strain at Gage Location Al 
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Figure 11. End-On Explosion Axial Strain at Gage Location A2 
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Figure 12. End-On Explosion Hoop Strain at Gage Location A2 
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Figure 13. End-On Explosion Axial Strain at Gage Location B2 
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Figure 14. End-On Explosion Hoop Strain at Gage Location B3 
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Figure 15. End-On Explosion Hoop Strain at Gage Location C1 
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Figure 16. End-On Explosion Axial Strain at Gage Location C2 
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Figure 17. End-On Explosion Axial Strain at Gage Location D3 
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Figure 18. End-On Explosion Hoop Strain at Gage Location D3 
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Figure 19. End-On Explosion Axial Strain at Gage Location E2 
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Figure 20. End-On Explosion Hoop Strain at Gage Location E2 
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Figure 21. End-On Explosion Axial Strain at Gage Location F1 
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Figure 22. End-On Explosion Hoop Strain at Gage Location F1 


2 


MICROSTRAIN 


-20000 7- 


-28000 


26000 


20000 


150004 


10000 4: · 


6000-4: 


-6000-. 


=10000 4: 


„16000 -- mu eis eee ctu e ^" NUMERICAL 


Ж “EXPERIMENTAL B 





0.0 2.0 4.0 6.0 8.0 10.0 
TIME (MSEC) 


Figure 23. End-On Explosion Axial Strain at Gage Location F3 
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Figure 24. End-On Explosion Hoop Strain at Gage Location F3 
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2. Side-On Attack Geometry 

The cylinder subjected to the side-on attack also displayed cracks and local 
buckling in several areas. The top of the cylinder near gage location axis 2 displayed 
fairly symmetric cracks on both sides of the ring stiffener. The cylinder was ruptured 
between gage locations A2 and B2. Local buckling was noted in several places on the 
bottom of the cylinder. A picture of the damaged cylinder is shown in Figure 25. Side-on 
explosion strain-time history results are shown in Figures 26 through 35. 

The stress relief and resultant low values of plastic strain near the cylinder 
cracks (location 2) was observed as in the end-on attack case. Axial strains at locations 
A2 (Figure 27) and D2 (Figure 32) show very little plastic deformation. Other strain 
information at this location was lost due to gage failure. 

Strain information at the front (location 1) and back (location 3) of the 
cylinder was in good qualitative agreement with the numerical predictions. Comparisons 
of strain results at locations B1 (Figures 28 and 29), B3 (Figures 30 and 31), and D3 
(Figure 33) illustrate this observation. As noted in the end-on attack case the geometry 
of the cylinder was effectively maintained by the ring stiffener. Thus, the final strain 
values far from the failure zone were not significantly affected by the fractures. 
However, the transient response of the cylinder was clearly affected shortly after the 
occurrence of the failures. 

The failures in the cylinder probably began about 1.5 milliseconds after shock 
wave arrival. As previously mentioned, the strain gage output from location Al was lost 


when gage wires were severed by a nearby cylinder crack. The axial strain plot at 
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location Al (Figure 26) showed large compressive strain at about 1.5 milliseconds 
followed by a rapid rise to tensile strain. The oscillations noted at about 3.0 milliseconds 
are a consequence of the Butterworth filtering technique and are not indicative of actual 
strain at this location. Unfiltered data showed that this excursion into tensile strain was 
a result of gage failure. Therefore, the large axial compressive strain in the cylinder at 
1.5 milliseconds was quickly followed by the material failures. 

The tensile hoop strain observed at gage location El (Figure 35) was not well- 
predicted by the numerical model. The stiffness of the endplate and high inertial force 
which it imparts to the cylinder walls should produce a compressive hoop strain at this 
location. Sensitivity analyses with attack geometry variations and mesh density effects 
were investigated in an attempt to explain this behavior. The lack of reliable strain data 
at symmetric locations Al and E3 hampered further analysis. Axial strain lon at 
location El (Figure 34) were also quite different. Most likely, the behavior at location 
El was a result of the failures near locations D2 and E2 at top of the cylinder. This 


effect will be discussed in more detail in section IV. 
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Figure 26. Side-On Explosion Axial Strain at Gage Location A1 
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Figure 27. Side-On Explosion Axial Strain at Gage Location A2 
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Figure 28. Side-On Explosion Axial Strain at Gage Location Bl 
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Figure 29. Side-On Explosion Hoop Strain at Gage Location Bl 
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Figure 30. Side-On Explosion Axial Strain at Gage Location B3 
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Figure 31. Side-On.Explosion Hoop Strain at Gage Location B3 
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Figure 32. Side-On Explosion Axial Strain at Gage Location D2 


MICROSTRAIN 


26000 
20000 4: 
15000 +: 
10000 4: 
6000 Ta 
0 
-6000 4. 
-10000 4 
-180004 


-20000 7 





-28000 
0.0 2.0 4.0 6.0 8.0 10.0 


TIME (MSEC) 


Figure 33. Side-On Explosion Axial Strain at Gage Location D3 
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Figure 34. Side-On Explosion Axial Strain at Gage Location El 
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Figure 35. Side-On Explosion Hoop Strain at Gage Location El 
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ПІ. SENSITIVITY ANALYSIS OF CYLINDER RESPONSE 


Three parameters in the acquisition of experimental and numerical strain values 
were varied to determine response sensitivity. A shell element numerical model was 
compared with two other models using different finite element formulations. Strain values 
for the end-on and side-on attack geometries were computed with the assumption of 
cylinder misalignment due to rotations of up to 10 degrees. Finally, the numerical model 


mesh density was varied to determine solution sensitivity to finite element size. 


A. VARIATIONS IN FINITE ELEMENT MODEL CONSTRUCTION 

The Evi of the numerical strain values to the type of finite elements used in 
model construction was evaluated using three different models. The first model, known 
as the shell model, used four node shell elements for cylinder and endplate construction. 
The second model, known as the combination model, used four node shell elements for 
the cylinder but eight node thick shell elements for the endplates. The third model, 
known as the thick shell model, employed eight node thick shell elements for both 
cylinder and endplate construction. | 

For computational efficiency, an unstiffened quarter model was used for this 
analysis. The 60 pound HBX-1 charge was simulated at 15 feet from the cylinder in an 
end-on attack orientation. Model depth was set at 10 feet as in the explosive test. The 


model contained 312 elements and had identical dimensions to the test specimen. The 


$1 


same three point quadrature rule and integration time step was used in each model 
formulation. The model used in this analysis is shown in Figure 36. 

The differences in model construction provided the theoretical basis for this 
analysis. The four node shell element is constructed with nodes placed along the mid- 
plane of the element. The connectivity requirements of nodes at the endplate and cylinder 
boundary causes these two mid-plane surfaces to be joined together. A more realistic 
representation of the actual test specimen was developed by the thick shell formulation 
where the inner endplate surface is connected to the cylinder at both upper and lower 
surface nodes. The combination model was a mixture of these two formulations to 
combine more realistic endplate modeling with the computational efficiency of shell 
elements. 

The differences between these formulations led to strain prediction variations near 
the endplates known as end effects. These end effects occurred because the inertial 
effects and stiffness of the endplates caused the greatest strains to be located on the 
cylinder near the endplate and cylinder interface. As a result of element formulation, 
cylinder deformations were allowed to begin in different locations for re three models. 
Deformations in the shell model began at the mid-plane surface of the endplate whereas 
deformations began in the thick shell model at the inner surface of the cylinder endplate. 
The one-half inch difference in these positions resulted in significant variations in strain 
value prediction near the endplates. 

The most significant variations in predicted strain values occurred in the hoop 


direction near the endplates. In most cases, major variations between the element models 
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occurred within 8.5 inches of the endplates. At locations closer to the center of the 
cylinder, end effects had a less significant effect on strain values. Finite element model 
comparisons are shown in Figures 37 through 46. 

As discussed by Fox [Ref. 7], effects of the number of quadrature rule integration 
points and integration time step size is also a factor in the disparity of results in high 
strain areas. The use of a greater number of through-the-thickness integration points or 
a smaller time step was seen to cause shell and thick shell results to converge towards 
an intermediate value. The cost of obtaining this convergence was greater computation 
times in both cases. 

In summary, all three models provide acceptable results in locations away from the 
endplates. Thick shell model strains tend to be notably smaller than either the shell or 
combination model values near the endplates. Results from this end-on explosion test and 
the one reported by Boticario [Ref. 10] show that hoop stain predictions near the 
endplates were not significantly greater in magnitude than the experimental results. Thus, 
the Belytschko/Lin/Tsay shell element represents the optimum modeling technique by 


providing fairly accurate strain predictions with a minimum of computational effort. 


B. VARIATIONS IN ATTACK GEOMETRY 

The presence of underwater currents or cylinder misalignments in test preparations 
may have contributed to errors in strain predictions. To determine the sensitivity of the 
numerical strain predictions to the attack geometry the simulated charge was placed at 


two different positions along the 15 feet arc from the cylinders. These positions were in 


5) 


the same horizontal plane but at angles of 5.0 and 10.0 degrees from the original end-on 
and side-on axes. This shift of charge location is equivalent to rotation of the cylinders 
by 5.0 or 10.0 degrees. Variations in geometry greater than 10.0 degrees were not 
considered feasible for this analysis. 

The sensitivity of the side-on cylinder to rotation was seen to have a minor effect 
on cylinder response. Illustrations of side-on cylinder rotational sensitivity are shown in 
Figures 47 through 55. A rotation of 5.0 degrees was seen to have a negligible effect on 
cylinder response. At a rotation of 10.0 degrees, cylinder response was affected to a 
noticeable extent at the front (location 1) and back (location 3) positions. The off-axis 
placement of the charge resulted in a slight range difference between the charge and gage 
locations A and E. Cylinder rotation was performed such that location A was slightly 
nearer to the charge than location E. As a result, predicted strain values increased near 
location A and decreased near location E on the front of the cylinder. The effect of 
rotation on the back of the cylinder was primarily to disperse the strain in a more 
uniform manner. The relatively large strain area near the ring-stiffener was no longer 
visible. As a result, strain magnitudes in the back of the rotated cylinder were lower than 
in the zero degrees rotation case. Overall, the presence of side-on cylinder rotations did 
not adequately account for quantitative differences between numerical and experimental 
results. 

The test set-up provided in this experiment was partially chosen to examine the 
presumed symmetry of response at locations Al and El. An examination of the 


experimental data showed that response to the compressive shock wave began 0.115 


40 


milliseconds later at location El than at location Al. Under the assumption of a spherical 
shock wave, a cylinder rotation of 12.3 degrees would be required to account for this 
delay. Since cylinder rotation of this magnitude was unlikely, the spherical wave 
assumption may not be accurate. Wave front warpage at this range was apparently 
significant enough to be observed in this test. 

A similar cylinder rotation scheme was conducted for end-on cylinder strain values. 
The cylinder was rotated such that location 3 was slightly closer to the charge than 
location 1. End-on cylinder response was more sensitive to rotations than the side-on 
attack geometry. This effect can be seen by comparing Figures 48 and 57. Rotations of 
5.0 degrees produced visibly different strain magnitudes in the end-on attack geometry. 
In both attack geometries, minimal sensitivity to rotation occurred at the top of the 
cylinder (location 2) as illustrated in Figures 52 and 58. The characteristics of the 
physical response, such as the oscillation frequency, were nearly identical for all three 


cases. Results of the end-on cylinder rotations are shown in Figures 56 through 71. 


4] 


= ——— M ^ 
НЕ — — — — 
eS, 






SR NN Аа, 
A A 
` S 
TA r Xm 
а ш. өе а еа ааа аа Е 






Figure 36. Unstiffened Aluminum Cylinder Quarter Model 
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Figure 37. Model Formulation Comparison of Axial Strain 
2.9 inches from Near End 
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Figure 38. Model Formulation Comparison of Axial Strain 
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Figure 39. Model Formulation Comparison of Axial Strain 


21.0 inches from Near End 


43 


MICROSTRAIN 


12000 


-4000 


=8000 


LEGEND 
THICK SHELL MODEL 
_COMBINATION MODEL _ 
-SHELL MODEL.. 


-12000 


-16000 





4 5 6 
T1ME (MSEC) 


Figure 40. Model Formulation Comparison of Axial Strain 
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Figure 41. Model Formulation Comparison of Axial Strain 


39.1 inches from Near End 
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Figure 42. Model Formulation Comparison of Hoop Strain 
2.9 inches from Near End 
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Figure 43. Model Formulation Comparison of Hoop Strain 
8.5 inches from Near End 
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Figure 44. Model Formulation Comparison of Hoop Strain 
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Figure 45. Model Formulation Comparison of Hoop Strain 


33.5 inches from Near End 
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Figure 46. Model Formulation Comparison of Hoop Strain 
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Figure 47. Side-On Cylinder Rotation Sensitivity Results 


for Axial Strain at Location A2 
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Figure 48. Side-On Cylinder Rotation Sensitivity Results 
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Figure 49. Side-On Cylinder Rotation Sensitivity Results 


for Hoop Strain at Location Bl 
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Figure 50. Side-On Cylinder Rotation Sensitivity Results 
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Figure 51. Side-On Cylinder Rotation Sensitivity Results 


for Hoop Strain at Location B3 
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Figure 52. Side-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location D2 


26000 - 
20000 
15000 
10000 
5000 

ひ 


-8000 


MICROSTRAIN 


-10000 


-16000 


— EXPERIMENTAL 





-25000 
0.9 2.0 4.0 6.0 8.0 10.0 


TIME (MSEC) 


Figure 53. Side-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location D3 
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Figure 54. Side-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location El 
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Figure 55. Side-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location El 
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As in the side-on attack geometry, the variations in strain magnitude due to end-on 
cylinder rotation did not adequately account for the quantitative differences between the 
numerical and experimental values. In nearly all cases, an axisymmetric attack geometry 


with no rotation provided the best comparisons with experimental results. 


C. VARIATIONS IN MESH DENSITY 

The sensitivity of the numerical strain values to mesh density was investigated by 
creation of a half-cylinder model with 896 shell elements. This fine mesh model 
Incorporated elements whose longitudinal dimension was about one-half the size of the 
coarse model elements. The fine mesh model used in this analysis of side-on attack 
results is shown in Figure 72. Mesh density comparison plots are shown in Figures 73 
through 81. 

The effect of increasing mesh density was most significant in high strain areas as 
seen at locations B3 (Figure 77) and El (Figure 81). The finer mesh allowed for larger 
strain gradients near the endplates and ring stiffener. A somewhat different strain pattern 
was observed with the fine mesh model than the coarse mesh model. Hoop strain at 
location El decreased in magnitude while hoop strain at location B3 increased in : 
magnitude with the fine mesh model. This difference suggests the greatest compressive 
hoop strain in the locations shown should occur near the ring stiffener on the back side 
of the cylinder. 

Strain values with the fine mesh model in the low strain areas were comparable to 


coarse mesh strain values as seen at locations A2 (Figure 73), B1 (Figures 74 and 75), 
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and D2 (Figure 78). The differences between the two models were small enough that a 
fine mesh model would not be desirable due to the additional time required for 
computations. 

The most efficient and accurate model would have a somewhat finer mesh near the 
endplates and ring stiffener than was developed in the coarse mesh model. The increased 
computational time would then be offset by improvements in accuracy in the high strain 


areas. 
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Figure 56. End-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location Al 
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Figure 57. End-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location Al 
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Figure 58. End-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location A2 
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Figure 59. End-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location A2 
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Figure 60. End-On Cylinder Rotation Sensitivity Results. 


for Axial Strain at Location B2 
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Figure 61. End-On Cylinder Rotation Sensitivity Results 
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Figure 62. End-On Cylinder Rotation Sensitivity Results 


for Hoop Strain at Location Cl 
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Figure 63. End-On Cylinder Rotation Sensitivity Results 


for Axial Strain at Location C2 
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Figure 64. End-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location D3 
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Figure 65. End-On Cylinder Rotation Sensitivity Results 
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Figure 66. End-On Cylinder Rotation Sensitivity Results 


for Axial Strain at Location E2 
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Figure 67. End-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location E2 
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Figure 68. End-On Cylinder Rotation Sensitivity Results 
for Axial Strain at Location F1 
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Figure 69. End-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location F1 
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Figure 70. End-On Cylinder Rotation Sensitivity Results 


for Axial Strain at Location F3 
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Figure 71. End-On Cylinder Rotation Sensitivity Results 
for Hoop Strain at Location F3 
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Figure 72. Half-Cylinder Fine Mesh Model 
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Figure 73. Effect of Mesh Density for Side-On Geometry 
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Figure 74. Effect of Mesh Density for Side-On Geometry 


Axial Strain at Location Bl 
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Figure 75. Effect of Mesh Density for Side-On Geometry 
Hoop Strain at Location B1 
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Figure 76. Effect of Mesh Density for Side-On Geometry 


Axial Strain at Location B3 
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Figure 77. Effect of Mesh Density for Side-On Geometry 
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Figure 78. Effect of Mesh Density for Side-On Geometry 
Axial Strain at Location D2 
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Figure 79. Effect of Mesh Density for Side-On Geometry 
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Figure 80. Effect of Mesh Density for Side-On Geometry 


Axial Strain at Location El 
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Figure 81. Effect of Mesh Density for Side-On Geometry 
Hoop Strain at Location E1 
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IV. FAILURE ANALYSIS 


The analysis conducted thus far has attempted to explain the expenmental results 
with numerical predictions from models which did not employ failure criteria. The 
numerical predictions near visible failure zones were in poor agreement with 
experimental results from both cylinders. A material model which incorporated a failure 
criteria for effective plastic strain was studied to improve upon strain predictions in these 
areas. Since end-on cylinder integrity was lost due to weld failure, only the side-on 
cylinder response will be discussed in this section. 

The elastic-plastic model used in this analysis calculated plastic strain values in the 
same manner as the model without failure criteria. As discussed in [Ref. 11], 


deviatoric stresses are updated elastically for each succeeding time step by the relation: 


o*=o0"+CAe (7) 
where g` is the trial stress tensor, o? is the stress tensor from the previous time step, C 
Is the Ns modulus matrix and Ae is the incremental strain tensor. If the yield stress 
is not exceeded, the trial stress is utilized in the following time step. If the yield stress 
Is exceeded, an increment of plastic strain is computed and the stresses are reduced to 
the yield stress. In addition, if the effective plastic strain value at failure is exceeded, the 
element loses its load bearing capability and the effective (von Mises) stress is reduced 


tO Zero. 
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The use of the incremental plastic stress-strain relations in this manner accurately 
represents a material with perfectly plastic behavior. Since 6061-T6 aluminum is fairly 
insensitive to strain rate effects at these test conditions, this perfectly plastic 
approximation is a reasonable one. 

The model chosen for this failure analysis consisted of the same ring-stiffened half 
cylinder model which contained 544 surface elements. An effective plastic strain at 
failure of 4 percent (40,000 microstrain) was used in order to be below the static tensile 
failure strain value of 7 percent yet well above the 0.2 percent offset yield point. 

An examination of experimental strain values for the side-on attack geometry 
reveals that the greatest strain magnitudes occurred on the front and back locations of the 
cylinder. Specifically, locations near the endplates on the front of the cylinder and the 
ring stiffener on the back of the cylinder displayed maximum strain values. Thus, the 
observed fractures in the comparatively low strain area at the top of the cylinder were 
an unexpected result. 

To more accurately model cylinder susceptibility to fractures at the top of the 
cylinder, the thickness of eight elements was reduced to 86% of the nominal value. This 
reduction in element thickness was imposed to simulate material property and geometric 
imperfections in this region. Thus, imperfections near the top of the cylinder were 
presumed to be the cause of the observed failures. The presence of stress concentrations 
near this imperfection area would then cause initial failures at the top of the cylinder. 

The eight elements chosen for this thickness reduction are shown in Figure 82. 


These elements are located symmetrically about the ring stiffener. The length of each of 
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these imperfection zones was about 6.2 inches. The imperfection zone was located 
slightly behind but adjacent to the element row which contained four strain gages. This 
geometry was chosen to coincide with the size and location of the actual failure zones. 

The response of the cylinder to these imperfection zones was sensitive to the 
amount of element thickness reduction. A comparison of these thickness values is shown 
in Figure 83. A reduction in thickness to 90% of the nominal value had a negligible 
effect on the strain pattern at the top of the cylinder. Failures in the cylinder werc not 
observed for this case. A reduction to 86% of nominal element thickness produced a 
significant strain pattern variation compared to the 90% nominal thickness case. The 
deformations are seen to be symmetric about the ring stiffener. An imperfection zone 
simulated by elements at 80% nominal thickness shows even more severe deformations 
at the top of the cylinder. However, the large stress concentrations in the vicinity of the 
failure zone in this case resulted in a global failure of the cylinder within 5 milliseconds 
of shock wave arrival. Of these three cases, the choice of imperfection zone elements at 
86% nominal thickness results in best agreement with experimental results. 

The use of this failure model for the side-on attack geometry produced 
improvements in strain predictions near the failure zone. Unfortunately, the close 
proximity of the strain gages to these failures resulted in large strain rates and strain 


magnitudes which prevented collection of valid experimental data for 10 milliseconds. 
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Figure 82. Half-Cylinder Failure Model Top View 
(Dark Elements 86% Nominal Thickness) 


A plot of axial strain at location B2 is shown in Figure 84. Unfiltered experimental 
data values indicated that the axial ай magnitude was probably saturated at about 2.0 
milliseconds. Thus, the maximum strain magnitude at this gage location would be in 
excess of the values shown in Figure 84 at times beyond 2.0 milliseconds. Nevertheless, 
the use of failure criteria produced improved qualitative results at early times compared 


to the original model without failure criteria. 
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Figure 83. Cylinder Response for Various Imperfection 
Element Thicknesses (Frontal View) 
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In a similar manner, numerical results with the failure model at location B2 more 
accurately predicted the experimental hoop strain response as shown in Figure 85. This 
Strain gage probably failed at about 1.0 millisecond based upon the unfiltered 
experimental data so strain values after this time are not considered reliable. However, 
the improvement in the early time response is still significant. 

Improvements in numerical strain predictions at gage location D3 were less 
significant as shown in Figures 86 and 87. Both numerical models poorly predicted the 
transient behavior of the cylinder but provided a reasonably good estimate of the actual 
strain values near 5.0 milliseconds. The close proximity of the ring stiffener to location 
D3 may account for the large strain variations observed in the experimental results. 

The use of this failure model has several limitations associated with the post- 
processor data presentation. First, the strain time history plots can be misleading since 
a plot continues to be generated even after the element has reached the failure strain 
criteria. Thus, reference to the effective stress time history is necessary to ensure element 
strain data is valid. Secondly, the effective plastic strain plot continues to display a strain 
value after reaching the failure strain. Thus, it is difficult to tell from this plot alone if 
failure has occurred. Finally, the illustration of the cylinder deformations does not 
adequately show the presence of failures. Thus, the extent of crack propagation cannot 


be easily seen in post-processor displays. 
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Figure 84. Side-On Explosion Axial Strain at 
Gage Location B2 with Failure Criteria. 
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Figure 85. Side-On Explosion Hoop Strain at 
Gage Location B2 with Failure Criteria. 
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Figure 86. Side-On Explosion Axial Strain at 
Gage Location D3 with Failure Criteria. 
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Figure 87. Side-On Explosion Hoop Strain at 
Gage Location D3 with Failure Criteria. 
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The application of this failure model to areas adjacent to the imperfection site 
should also be done with care. The complex dynamic behavior of a structure near a crack 
is influenced by several microscopic level parameters which cannot easily be measured 
before testing. A qualitative prediction in this area until the time of failure seems to be 
the best attainable from this model. 

The response of the cylinder adjacent to an imperfection site is shown for gage 
location A2 in Figures 88 and 89. Axial strain at location A2 (Figure 88) rapidly rises 
to the strain gage response limit of 50,000 microstrain within 1.5 milliseconds. Since 
even the static failure strain value for 6061-T6 aluminum is only about 70,000 
microstrain, material failure at this location would soon occur. The hoop strain results 
(Figure 89) show a better comparison with experimental results up until 1.5 milliseconds 
due to nearby failures. The severe increases in strain at this location are attributable to 
stress redistribution following the failures in adjacent imperfection zone elements at about 
0.4 milliseconds. 

The structural response to a failure can be best seen from the effective stress plot 
shown in Figure 90. This plot shows how stresses near a failure are relaxed and 


redistributed near a crack zone. 
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Figure 88. Side-On Explosion Axial Strain at 
Gage Location A2 with Failure Criteria. 
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Figure 89. Side-On Explosion Hoop Strain at 
Gage Location A2 with Failure Criteria. 
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At the site of a reduced thickness element, or imperfection zone, the effective stress 
rapidly rises to the yield stress value of 40,000 psi after arrival of the compressive shock 
wave. The imperfection site experiences stress concentration due to the reduced 
thickness. Within 0.4 milliseconds, this element undergoes enough plastic strain to reach 
the failure value. The effective stress drops to zero as the element loses its capability to 
carry load due to the creation of a free surface at the crack location. 

At 0.75 inches from the imperfection site in the circumferential direction, the 
effective stress again rises to the yield stress value and remains there as the element 
undergoes plastic strain. This position corresponds to gage location A2. At 0.4 
milliseconds, however, this element undergoes a rapid stress reduction as a result of the 
failure in the adjacent element. This stress relaxation is due to elastic strain recovery. 
However, since fluid particle pressure is still acting on the cylinder at 0.5 milliseconds, 
the stress rapidly rises again to the yield stress. This element continues to undergo plastic 
strain until failure occurs at about 1.5 milliseconds. 

At 3.75 inches from the imperfection site in the axial direction, similar behavior 
occurs out to 1.5 milliseconds. This position corresponds to gage location B2. This 
element, however, maintains its ability to carry load because the redistribution of the 
stress 1s made over a larger number of elements. A reduction in stress is noted at about 
2.1 milliseconds when surface cutoff occurs. 

Additional physical understanding can be gleaned from the effective plastic strain 
plot in Figure 91. The effective plastic strain rate increases as distance to the failure zone 


decreases. Thus, although the element 3.75 inches from the failure site experienced stress 
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at the yield value for nearly 1.5 milliseconds, the element did not fail because the plastic 
strain rate was relatively low. As distance from the failure zone increases the 
redistributed stress is spread out over a larger area which reduces the plastic strain rate. 
The plateaus in the near failure zone elements occurred whenever the effective stress 
dropped below the yield stress. 

The initial element failures at 0.4 milliseconds were also reflected in the strain 
time-history plots. As shown in Figures 84 and 85, the original model and failure model 
strain predictions are almost identical until 0.4 milliseconds which corresponds to the 
failure time of the first element. The strain prediction curves diverge after the first 
failures occurred in the failure model. 

The sensitivity of cylinder response to the location of the imperfection zone can be 
seen in Figure 92. The hoop strain at location El was poorly predicted by both the 
failure model and the original model. The movement of the failure zone one element row 
or 1.5 inches towards the front of the cylinder resulted in a significant improvement in 
strain comparisons. Thus, the cylinder response was seen to be sensitive to element 
thickness reduction, imperfection location and imperfection zone size. In addition, 
failures which occur in one area of the cylinder can result in a vastly different response 
at other locations. The failures which occurred at the top of the side-on attack cylinder 


could have caused the tensile hoop strain noted in Figure 92. 
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Figure 90. Effective Stress Near Failure Zone Adjacent to Gage Location A2. 
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Figure 91. Effective Plastic Strain Near Failure Zone Adjacent to 
Gage Location A2. 
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Figure 92. Side-On Explosion Hoop Strain at Gage Location El 
with Different Failure Zone Locations. 
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V. CONCLUSIONS AND RECOMMENDATIONS 


The primary conclusion of this study is that good qualitative strain predictions near 
a structural failure zone require use of a numerical model which incorporates failure 
criteria. The significant changes in cylinder response as a direct result of a failure are 
not well predicted by a numerical model without this criteria. 

The use of a ring stiffener in these two cylinders aided in localization of the failure 
zones and maintenance of the cylindrical geometry. The strain behavior in both cylinders 
was well predicted remote from the failure zones with numerical models which did not 
incorporate failure criteria. This was true even in the end-on attack case where the ring 
stiffener was breached by the propagation of the longitudinal tear. 

The simple technique of element thickness reduction to produce failures in a desired 
location was effective and helpful for understanding the physical nature of dynamic 
response. This response was very sensitive to the amount of thickness reductions and 
location of the affected elements. 

The presence of imperfection zones in the structure appeared to be a dominant 
factor in the location and occurrence of cylinder failures. The failure zone near the top 
of the side-on attack cylinder represented a relatively low strain area yet major failures 
occurred at this location. 

The use of the four node shell element model was the most efficient and accurate 


model. The additional computational effort required to run a thick shell model would be 
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better used in construction of a finer shell element mesh. Differences in modeling 
techniques near the endplate boundaries resulted in fairly significant strain prediction 
variations near the boundary. These end effects were less significant near the center of 
the cylinder. 

Strain variations due to cylinder rotation from misalignment were minor due to the 
short range between the charge and cylinder. Greater strain variations due to rotation 
were seen in the end-on attack cylinder. In both cases, the best numerical strain results 
occurred at zero degrees rotation. 

Mesh density effects were also seen to have a modest effect on numerical strain 
predictions. The half-cylinder model with 544 elements provided adequate accuracy in 
all cylinder locations. 

Several recommendations should be considered to improve future underwater 
explosion tests. First, the presence of imperfections and material property variations 
should be incorporated into future numerical models. Application of random 
imperfections should be investigated for this purpose. Second, the use of more rugged 
strain gages designed to withstand greater cyclic fatigue should be considered to avoid 
the 25% failure rate observed on this test. Finally, further investigation into the use of 
failure models in the VEC/DYNA3D library should be undertaken to determine the most 


effective faiTure model for underwater shock testing. 
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APPENDIX - HALF-CYLINDER MODEL INGRID INPUT FILE 


RING-STIFFENED HALF CYLINDER MODEL 
dn3d vec term 0.010 plti 20.0e-6 prti 1000.0 


mat 1 type 3 e 1.08e+7 pr 0.33 ro 2.610e-4 etan 0.0 sigy 4.0e+4 
shell quad 3 thick 0.25 endmat 
с material 1 is 0.25 inch thick T-6061 aluminum plate. 
С material 1 is used in the lateral part of the shell. 
С Kinematic/Isotropic Elastic/Plastic model. 


mat 2 type 3 e 1.08e+7 pr 0.33 ro 2.610e-4 etan 0.0 sigy 4.0e+4 
shell quad 3 thick 1.0 endmat 
c material 2 is 1.0 inch thick T-6061 aluminum plate. 
с material 2 is used for the ends of the cylinder. 
c Kinematic/Isotropic Elastic/Plastic model. 


mat 3 type 3 e 1.08e*7 pr 0.33 ro 2.610e-4 etan 0.0 sigy 4.0e-*4 
shell quad 3 thick 0.25 endmat 


с material 3 is the internal ring stiffener 
led 120.0 0.0 5.0е-2 0.0 
led 220.0 4.0e-7 5.0е-2 4.0e-7 
plan 1 


000100 0.001 symm 


с define cylindrical surfaces. 


с паме type point dir vector size 
sd 1 cyli 000 010 6.0 с outer shell (circular) 
sd 2 cyli 000 0 1 0 [6.0*4./6.] с inner shell (vertexed) 
sd 3 cyli 000 010 5.0 c inner radius of stiffener 
start с one quarter inch thick T-6061 aluminum cylinder. 
С part definition. 
-1 3 7 LEEI 
I 6 14 22 2] 
=] 3 7 Jl 7214 
О Ge 0. j. 1. 
20. - 12.5 0.0 12:5 20.5 
= с=т, 0. We ive 


БЕ 55; ;-l -5 ; 1 -1.0 0.0 0.0 0.0 


с deletions for surface formation. 
ФИО | 2 0 34 5 ? с delete corners for surface formation. 
d 20 2 4 0 4 E delete inter:or to ісгт 5ле1.. 

с surface formation. 
арз” 1 =5 7; "sd 1 с form cylindrical outer surface. 


аі 00 3 0 0 


тасе 1 € shell is made of material 1. 
end С end part. 
start C one inch thick T-6061 aluminum positive endplate. 
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C part definition. 


1 3 7 11 122: С element sequence in x-direction. 
= е element sequence in y-direction. 
1 2 7 11 13. c element sequence in z-direction. 
ICI 0. 1. Le С dimensional info for x-dir elem. 
20.5 С dimensional info for y-dir elem. 
"To Sedes 0. 1. D" С dimensional info for y-dir elem. 
pr 5 195 1 - 1.0 0.0 0.0 0.0 
С deletions for surface formation. 
Пі 1 2.602445 3" 1 20 4°5 ; c delete corners for circle formation. 
С surface formation. 
sfi -1-5 3; 2515-5 и c form circular outer shape. 
sfvi -2 -4 ; ; -2 #48; ча 2 c form vertexed filler for interior. 


d 1 0 0 3 0 0 


mate 2 c endplate is made of material 2. 
end c end part. 

start C one inch thick T-6061 aluminum negative endplate. 

С part definition. 


1 3 7 11 13: - € element sequence in x-direction. 
аб; с element sequence in y-direction. 
1 3 7 11 1355 c element sequence in z-direction. 
-1. 1. 0. TIS 1. с dimensional info for x-dir elem. 
“20%5 С dimensional info for y-dir elem. 
Sp 21. 0. т. 1. с dimensional info for y-dir elem. 
Dr 1-1 1-557155 1 -1.0 0.0 0.0 0.0 
с deletions for surface formation. 
сі 12045; ; 12048; с delete corners for circle formation. 
С Surface formation. 
に с form circular outer snape. 
Sfvi -2 -4 ; ; -2 -4 а c form vertexed filler for interior. 


d 1 0 0 3 0 0 


mate 2 c endplate is made of material 2. 
end c end part. 
start C one quarter inch thick center stiffener. 
С part definition. 
1 3 7 11 137; с element sequence in x-direction. 
| ë element sequence in y-direction. 
1 3 7 11 137 С element sequence in z-direction. 
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СІ. 0. m 1. 
0.00 
-1. -1. 0. I I 
c deletions for surface formation. 
с 2 045; ; 12045: 
d 202404 
с surface formation. 
Sfi -1 -5 ; ; -1 -5 ; 541 
Sti -2 -4 ; ; -2 -4 ; sd 3 
ЕГІ 0 0 3 0 0 
mate 3 
end 
end 


с 
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С dimensional info for x-dir elem. 


С dimensional info for y-dir elem. 
dimensional info for y-dir elem. 


delete corners for circle formation. 


form circular outer shape. 
form vertexed filler for interior. 


end part. 


C end model. 
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